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SYSTEM, METHOD, AND USER INTERFACE
FOR CONTROLLING THE DISPLAY OF
IMAGES ON A MOBILE DEVICE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of U.S. Provisional
Application No. 60/863,674, filed Oct. 31, 2006, the contents
of which are hereby incorporated by reference.

RELEVANT FIELD

Embodiments described herein relate generally to mobile
device applications, and more specifically to a system,
method, and user interface for controlling the display of
images to users of mobile devices.

BACKGROUND

Applications for mobile devices are typically provided as
scaled-down versions of applications designed for desktop
computing devices. However, the limited resolution and
small display screens of mobile devices can affect, for
example, the relative ease with which certain tasks are per-
formed by users, the amount of information that may be
displayed on a screen, and the manner in which that informa-
tion is displayed.

For example, some applications designed for execution on
a mobile device allow users to view images displayed on the
mobile device screen. For instance, an image of a webpage,
which itself may comprise embedded images, may be dis-
played to a user in the execution of a browser application. As
a further example, users may view pictures stored in an image
or graphics format in the execution of a picture viewer appli-
cation or the like on the mobile device.

BRIEF DESCRIPTION OF THE DRAWINGS

For a better understanding of embodiments of the systems,
methods, and user interfaces described herein, and to show
more clearly how they may be carried into effect, reference
will be made, by way of example, to the accompanying draw-
ings in which:

FIG.11is ablock diagram of a mobile device in one example
implementation;

FIG. 2 is a block diagram of a communication subsystem
component of the mobile device of FIG. 1;

FIG. 3 is a block diagram of a node of a wireless network;

FIG. 4 is a flowchart illustrating steps of a method of
controlling the display of images ona mobile device in at least
one embodiment;

FIGS. 5A to 5D illustrate examples of screenshots of a user
interface provided by an attachment viewer application
executing on a mobile device in at least one embodiment;

FIGS. 6 A to 6D illustrate examples of screenshots of a user
interface provided by a browser application executing on a
mobile device in at least one embodiment; and

FIGS.7A to 7D illustrate examples of screenshots of a user
interface provided by a picture viewer application executing
on a mobile device in at least one embodiment.

DETAILED DESCRIPTION

Known software applications designed for execution on
mobile devices that are programmed such that images are
displayed to users during their execution (e.g. attachment
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viewer, browser, picture viewer, etc.) may or may not provide
options that allow users to change the view of an image.

The view of an image might be changed if, for example, the
user proceeds to manipulate or navigate a displayed image or
if the view of the image is otherwise modified in some way
(e.g. by rotating the image, zooming in, Zooming out).

Furthermore, even where some such options may be pro-
vided, these options may differ across different applications
to be executed on the same mobile device.

At least some embodiments of the systems, methods, and
user interfaces described herein relate generally to mobile
device applications programmed to display or otherwise
manage images during their execution, and more specifically
to mobile device applications that provide users with
improved image manipulation, navigation, and/or viewing
capabilities.

For example, in one embodiment, at least one option relat-
ing to image manipulation, navigation, and/or viewing is
provided to users, where the same options are common to
multiple applications that offer image display capabilities and
that are executable on the mobile device.

It will be understood by persons skilled in the art that an
image may exist in any of a number of known image or
graphic formats. For example, some common image or
graphic formats include the bit-mapped graphics format
(BMP), the joint photographic experts group (JPEG, JPG)
format, the tagged image file format (TIFF), the graphics
interchange format (GIF), the portable network graphics
(PNG), and the PCX format.

In addition to images in these and other image or graphic
formats, for the purposes of the specification and in the
claims, an image may also comprise a (e.g. temporary) ren-
dering of data on a mobile device display. For example, data
being displayed that originates from other applications (e.g.
word processor, spreadsheet, slide presentation, files in por-
table document format (PDF), etc.), as displayed on a mobile
device screen, may be considered to be an image. Accord-
ingly, depending on the application, this image may also be
subject to changes, for example, through manipulation or
navigation by the user or by otherwise modifying the view of
the image.

In one broad aspect, there is provided a system for control-
ling the display of images on a mobile device, wherein the
system comprises: a processor, a memory, and a display
screen; wherein a plurality of applications are executable by
the processor, wherein each of the plurality of applications is
programmed such that, in operation, a first view of an image
is displayed to a user of the mobile device, a plurality of
options to change the first view of the image is provided to the
user, input that comprises an option identified by the user
from the plurality of options to change the first view of the
image is received from the user, the first view of the image is
changed to produce a second view of the image, and the
second view of the image is displayed to the user; and wherein
when any of the plurality of applications is executed, the
plurality of options to change the first view of the image is
provided to the user.

In another broad aspect, there is provided a method of
controlling the display of images on a mobile device, the
method comprising the steps of: a) displaying a first view of
an image to a user of the mobile device; b) providing the user
with a plurality of options to change the first view of the
image; c) receiving input that comprises an option identified
by the user from the plurality of options to change the first
view of the image from the user; d) changing the first view of
the image to produce a second view of the image; and ¢)
displaying the second view of the image to the user; wherein
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each of a plurality of applications is executable on the mobile
device and programmed such that, in operation, steps a) to e)
are performed; and wherein when any of the plurality of
applications executes so that step b) is performed, the plural-
ity of options to change the first view of the image is provided
to the user.

Features of these and other aspects, and of a number of
embodiments of systems, methods, and user interfaces are
described below.

The description of embodiments of the systems, methods,
and user interfaces described herein make reference to a
mobile device, also known in the art as a mobile station. A
mobile device is a two-way communication device with
advanced data communication capabilities having the capa-
bility to communicate with other computer systems. A mobile
device may also include the capability for voice communica-
tions. Depending on the functionality provided by a mobile
device, it may be referred to as a data messaging device, a
two-way pager, a cellular telephone with data messaging
capabilities, a wireless Internet appliance, or a data commu-
nication device (with or without telephony capabilities). A
mobile device communicates with other devices through a
network of transceiver stations.

To aid the reader in understanding the structure of a mobile
device and how it communicates with other devices, refer-
ence is made to FIGS. 1 through 3.

Referring first to FIG. 1, a block diagram of a mobile
device in one example implementation is shown generally as
100. Mobile device 100 comprises a number of components,
the controlling component being microprocessor 102. Micro-
processor 102 controls the overall operation of mobile device
100. Communication functions, including data and voice
communications, are performed through communication
subsystem 104. Communication subsystem 104 receives
messages from and sends messages to a wireless network
200. In this example implementation of mobile device 100,
communication subsystem 104 is configured in accordance
with the Global System for Mobile Communication (GSM)
and General Packet Radio Services (GPRS) standards. The
GSM/GPRS wireless network is used worldwide and it is
expected that these standards will be superseded eventually
by Enhanced Data GSM Environment (EDGE) and Universal
Mobile Telecommunications Service (UMTS). New stan-
dards are still being defined, but it is believed that they will
have similarities to the network behaviour described herein,
and it will also be understood by persons skilled in the art that
the invention is intended to use any other suitable standards
that are developed in the future. The wireless link connecting
communication subsystem 104 with network 200 represents
one or more different Radio Frequency (RF) channels, oper-
ating according to defined protocols specified for GSM/
GPRS communications. With newer network protocols, these
channels are capable of supporting both circuit switched
voice communications and packet switched data communi-
cations.

Although the wireless network associated with mobile
device 100 is a GSM/GPRS wireless network in one example
implementation of mobile device 100, other wireless net-
works may also be associated with mobile device 100 in
variant implementations. Different types of wireless net-
works that may be employed include, for example, data-
centric wireless networks, voice-centric wireless networks,
and dual-mode networks that can support both voice and data
communications over the same physical base stations. Com-
bined dual-mode networks include, but are not limited to,
Code Division Multiple Access (CDMA) or CDMA2000 net-
works, GSM/GPRS networks (as mentioned above), and
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future third-generation (3G) networks like EDGE and
UMTS. Some older examples of data-centric networks
include the Mobitex™ Radio Network and the DataTAC™
Radio Network. Examples of older voice-centric data net-
works include Personal Communication Systems (PCS) net-
works like GSM and Time Division Multiple Access
(TDMA) systems.

Other network communication technologies that may be
employed include, for example, Integrated Digital Enhanced
Network (iDEN™), Evolution-Data Optimized (EV-DO),
and High Speed Downlink Packet Access (HSDPA).

Microprocessor 102 also interacts with additional sub-
systems such as a Random Access Memory (RAM) 106, flash
memory 108, display 110, auxiliary input/output (I/O) sub-
system 112, serial port 114, keyboard 116, speaker 118,
microphone 120, short-range communications 122 and other
devices 124.

Some of the subsystems of mobile device 100 perform
communication-related functions, whereas other subsystems
may provide “resident” or on-device functions. By way of
example, display 110 and keyboard 116 may be used for both
communication-related functions, such as entering a text
message for transmission over network 200, and device-resi-
dent functions such as a calculator or task list. Operating
system software used by microprocessor 102 is typically
stored in a persistent store such as flash memory 108, which
may alternatively be a read-only memory (ROM) or similar
storage element (not shown). Those skilled in the art will
appreciate that the operating system, specific device applica-
tions, or parts thereof, may be temporarily loaded into a
volatile store such as RAM 106.

Mobile device 100 may send and receive communication
signals over network 200 after required network registration
or activation procedures have been completed. Network
access is associated with a subscriber or user of a mobile
device 100. To identify a subscriber, mobile device 100
requires a Subscriber Identity Module or “SIM” card 126 to
be inserted in a SIM interface 128 in order to communicate
with a network. SIM 126 is one type of a conventional “smart
card” used to identify a subscriber of mobile device 100 and
to personalize the mobile device 100, among other things.
Without SIM 126, mobile device 100 is not fully operational
for communication with network 200. By inserting SIM 126
into SIM interface 128, a subscriber can access all subscribed
services. Services could include: web browsing and messag-
ing such as e-mail, voice mail, Short Message Service (SMS),
and Multimedia Messaging Services (MMS). More advanced
services may include: point of sale, field service and sales
force automation. SIM 126 includes a processor and memory
for storing information. Once SIM 126 is inserted in SIM
interface 128, it is coupled to microprocessor 102. In order to
identify the subscriber, SIM 126 contains some user param-
eters such as an International Mobile Subscriber Identity
(IMSI). An advantage of using SIM 126 is that a subscriber is
not necessarily bound to any single physical mobile device.
SIM 126 may store additional subscriber information for a
mobile device as well, including datebook (or calendar) infor-
mation and recent call information.

Mobile device 100 is a battery-powered device and
includes a battery interface 132 for receiving one or more
rechargeable batteries 130. Battery interface 132 is coupled to
a regulator (not shown), which assists battery 130 in provid-
ing power V+ to mobile device 100. Although current tech-
nology makes use of a battery, future technologies such as
micro fuel cells may provide the power to mobile device 100.

Microprocessor 102, in addition to its operating system
functions, enables execution of software applications on
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mobile device 100. A set of applications that control basic
device operations, including data and voice communication
applications, will normally be installed on mobile device 100
during its manufacture. Another application that may be
loaded onto mobile device 100 would be a personal informa-
tion manager (PIM). A PIM has functionality to organize and
manage data items of interest to a subscriber, such as, but not
limited to, e-mail, calendar events, voice mails, appoint-
ments, and task items. A PIM application has the ability to
send and receive data items via wireless network 200. PIM
data items may be seamlessly integrated, synchronized, and
updated via wireless network 200 with the mobile device
subscriber’s corresponding data items stored and/or associ-
ated with a host computer system. This functionality creates a
mirrored host computer on mobile device 100 with respect to
such items. This can be particularly advantageous where the
host computer system is the mobile device subscriber’s office
computer system.

Additional applications may also be loaded onto mobile
device 100 through network 200, auxiliary /O subsystem
112, serial port 114, short-range communications subsystem
122, or any other suitable subsystem 124. This flexibility in
application installation increases the functionality of mobile
device 100 and may provide enhanced on-device functions,
communication-related functions, or both. For example,
secure communication applications may enable electronic
commerce functions and other such financial transactions to
be performed using mobile device 100.

Serial port 114 enables a subscriber to set preferences
through an external device or software application and
extends the capabilities of mobile device 100 by providing for
information or software downloads to mobile device 100
other than through a wireless communication network. The
alternate download path may, for example, be used to load an
encryption key onto mobile device 100 through a direct and
thus reliable and trusted connection to provide secure device
communication.

Short-range communications subsystem 122 provides for
communication between mobile device 100 and different sys-
tems or devices, without the use of network 200. For example,
short-range communication subsystem 122 may include an
infrared device and associated circuits and components for
short-range communication. The short-range communication
subsystem 122 can be used to communicate with a Wireless
Personal Area network (WPAN). In some cases, the short-
range communications subsystem 122 can comprise a Blue-
tooth radio, a ZigBee device, a Wireless USB (WUSB)
device, and/or an Ultra-Wideband (UWB) radio, for example.
Examples of short range communication standards include
standards developed by the Infrared Data Association (IrDA),
Bluetooth, ZigBee, WUSB, UWB, and the 802.11 and 802.15
families of standards developed by IEEE.

In use, a received signal such as a text message, an e-mail
message, or web page download will be processed by com-
munication subsystem 104 and input to microprocessor 102.
Microprocessor 102 will then process the received signal for
output to display 110 or alternatively to auxiliary /O sub-
system 112. A subscriber may also compose data items, such
as e-mail messages, for example, using keyboard 116 in con-
junction with display 110 and possibly auxiliary /O sub-
system 112. Auxiliary /O subsystem 112 may include
devices such as: a touch screen, mouse, track ball, infrared
fingerprint detector, or a roller wheel with dynamic button
pressing capability. Keyboard 116 is an alphanumeric key-
board and/or telephone-type keypad. A composed item may
be transmitted over network 200 through communication
subsystem 104.
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For voice communications, the overall operation of mobile
device 100 is substantially similar, except that the received
signals would be output to speaker 118, and signals for trans-
mission would be generated by microphone 120. Alternative
voice or audio I/O subsystems, such as a voice message
recording subsystem, may also be implemented on mobile
device 100. Although voice or audio signal output is accom-
plished primarily through speaker 118, display 110 may also
be used to provide additional information such as the identity
of a calling party, duration of a voice call, or other voice call
related information.

Referring now to FIG. 2, a block diagram of the commu-
nication subsystem component 104 of FIG. 1 is shown. Com-
munication subsystem 104 comprises a receiver 150, a trans-
mitter 152, one or more embedded or internal antenna
elements 154, 156, Local Oscillators (LOs) 158, and a pro-
cessing module such as a Digital Signal Processor (DSP) 160.

The particular design of communication subsystem 104 is
dependent upon the network 200 in which mobile device 100
is intended to operate, thus it should be understood that the
design illustrated in FIG. 2 serves only as one example. Sig-
nals received by antenna 154 through network 200 are input to
receiver 150, which may perform such common receiver
functions as signal amplification, frequency down conver-
sion, filtering, channel selection, and analog-to-digital (A/D)
conversion. A/D conversion of a received signal allows more
complex communication functions such as demodulation and
decoding to be performed in DSP 160. In a similar manner,
signals to be transmitted are processed, including modulation
and encoding, by DSP 160. These DSP-processed signals are
input to transmitter 152 for digital-to-analog (D/A) conver-
sion, frequency up conversion, filtering, amplification and
transmission over network 200 via antenna 156. DSP 160 not
only processes communication signals, but also provides for
receiver and transmitter control. For example, the gains
applied to communication signals in receiver 150 and trans-
mitter 152 may be adaptively controlled through automatic
gain control algorithms implemented in DSP 160.

The wireless link between mobile device 100 and a net-
work 200 may contain one or more different channels, typi-
cally different RF channels, and associated protocols used
between mobile device 100 and network 200. A RF channel is
a limited resource that must be conserved, typically due to
limits in overall bandwidth and limited battery power of
mobile device 100.

When mobile device 100 is fully operational, transmitter
152 is typically keyed or turned on only when it is sending to
network 200 and is otherwise turned off to conserve
resources. Similarly, receiver 150 is periodically turned off to
conserve power until it is needed to receive signals or infor-
mation (if at all) during designated time periods.

Referring now to FIG. 3, a block diagram of a node of a
wireless network is shown as 202. In practice, network 200
comprises one or more nodes 202. Mobile device 100 com-
municates with a node 202 within wireless network 200. In
the example implementation of FIG. 3, node 202 is config-
ured in accordance with General Packet Radio Service
(GPRS) and Global Systems for Mobile (GSM) technologies.
Node 202 includes a base station controller (BSC) 204 with
an associated tower station 206, a Packet Control Unit (PCU)
208 added for GPRS support in GSM, a Mobile Switching
Center (MSC) 210, a Home Location Register (HLR) 212, a
Visitor Location Registry (VLR) 214, a Serving GPRS Sup-
port Node (SGSN) 216, a Gateway GPRS Support Node
(GGSN) 218, and a Dynamic Host Configuration Protocol
(DHCP) 220. This list of components is not meant to be an
exhaustive list of the components of every node 202 within a
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GSM/GPRS network, but rather a list of components that are
commonly used in communications through network 200.

In a GSM network, MSC 210 is coupled to BSC 204 and to
a landline network, such as a Public Switched Telephone
Network (PSTN) 222 to satisfy circuit switched require-
ments. The connection through PCU 208, SGSN 216 and
GGSN 218 to the public or private network (Internet) 224
(also referred to herein generally as a shared network infra-
structure) represents the data path for GPRS capable mobile
devices. In a GSM network extended with GPRS capabilities,
BSC 204 also contains a Packet Control Unit (PCU) 208 that
connects to SGSN 216 to control segmentation, radio channel
allocation and to satisfy packet switched requirements. To
track mobile device location and availability for both circuit
switched and packet switched management, HLR 212 is
shared between MSC 210 and SGSN 216. Access to VLR 214
is controlled by MSC 210.

Station 206 is a fixed transceiver station. Station 206 and
BSC 204 together form the fixed transceiver equipment. The
fixed transceiver equipment provides wireless network cov-
erage for a particular coverage area commonly referred to as
a “cell”. The fixed transceiver equipment transmits commu-
nication signals to and receives communication signals from
mobile devices within its cell via station 206. The fixed trans-
ceiver equipment normally performs such functions as modu-
lation and possibly encoding and/or encryption of signals to
be transmitted to the mobile device in accordance with par-
ticular, usually predetermined, communication protocols and
parameters, under control of its controller. The fixed trans-
ceiver equipment similarly demodulates and possibly
decodes and decrypts, if necessary, any communication sig-
nals received from mobile device 100 within its cell. Com-
munication protocols and parameters may vary between dif-
ferent nodes. For example, one node may employ a different
modulation scheme and operate at different frequencies than
other nodes.

For all mobile devices 100 registered with a specific net-
work, permanent configuration data such as a user profile is
stored in HLR 212. HLR 212 also contains location informa-
tion for each registered mobile device and can be queried to
determine the current location of a mobile device. MSC 210
is responsible for a group of location areas and stores the data
of'the mobile devices currently in its area of responsibility in
VLR 214. Further VLR 214 also contains information on
mobile devices that are visiting other networks. The informa-
tion in VLR 214 includes part of the permanent mobile device
data transmitted from HLR 212 to VLR 214 for faster access.
By moving additional information from a remote HLR 212
node to VLR 214, the amount of traffic between these nodes
can bereduced so that voice and data services can be provided
with faster response times and at the same time require less
use of computing resources.

SGSN 216 and GGSN 218 are elements added for GPRS
support; namely packet switched data support, within GSM.
SGSN 216 and MSC 210 have similar responsibilities within
wireless network 200 by keeping track of the location of each
mobile device 100. SGSN 216 also performs security func-
tions and access control for data traffic on network 200.
GGSN 218 provides internetworking connections with exter-
nal packet switched networks and connects to one or more
SGSN’s 216 via an Internet Protocol (IP) backbone network
operated within the network 200. During normal operations,
a given mobile device 100 must perform a “GPRS Attach” to
acquire an [P address and to access data services. This
requirement is not present in circuit switched voice channels
as Integrated Services Digital Network (ISDN) addresses are
used for routing incoming and outgoing calls. Currently, all
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GPRS capable networks use private, dynamically assigned IP
addresses, thus requiring a DHCP server 220 connected to the
GGSN 218. There are many mechanisms for dynamic IP
assignment, including using a combination of a Remote
Authentication Dial-In User Service (RADIUS) server and
DHCP server. Once the GPRS Attach is complete, a logical
connection is established from a mobile device 100, through
PCU 208, and SGSN 216 to an Access Point Node (APN)
within GGSN 218. The APN represents a logical end of an IP
tunnel that can either access direct Internet compatible ser-
vices or private network connections. The APN also repre-
sents a security mechanism for network 200, insofar as each
mobile device 100 must be assigned to one or more APNs and
mobile devices 100 cannot exchange data without first per-
forming a GPRS Attach to an APN that it has been authorized
to use. The APN may be considered to be similar to an Internet
domain name such as “myconnection.wireless.com”.

Once the GPRS Attach is complete, a tunnel is created and
all traffic is exchanged within standard IP packets using any
protocol that can be supported in IP packets. This includes
tunneling methods such as IP over IP as in the case with some
IPSecurity (Ipsec) connections used with Virtual Private Net-
works (VPN). These tunnels are also referred to as Packet
Data Protocol (PDP) Contexts and there are a limited number
of these available in the network 200. To maximize use of the
PDP Contexts, network 200 will run an idle timer for each
PDP Context to determine if there is a lack of activity. When
a mobile device 100 is not using its PDP Context, the PDP
Context can be deallocated and the IP address returned to the
IP address pool managed by DHCP server 220.

At least some embodiments described herein relate gener-
ally to improved control features for manipulating, navigat-
ing, and/or viewing images displayed to a user on a mobile
device.

In one embodiment, an attachment viewer application is
programmed to provide the user with the ability to magnify
(e.g. “zoom in”) an image currently being displayed by the
attachment viewer application in a mobile device display
screen.

In one embodiment, an attachment viewer application is
programmed to provide the user with the ability to reduce
(e.g. “zoom out”) an image currently being displayed by the
attachment viewer application in a mobile device display
screen.

In one embodiment, an attachment viewer application is
programmed to provide the user with the ability to display an
image in a view where the image currently being displayed by
the attachment viewer application in a mobile device display
screen is neither magnified nor reduced (e.g. “zoom 1:17).

In one embodiment, an attachment viewer application is
programmed to provide the user with the ability to display an
image in a view where the entirety of an image (e.g. “zoom
all”) is to be displayed by the attachment viewer application
in a mobile device display screen.

In one embodiment, an attachment viewer application is
programmed to provide the user with the ability to display an
image in a view where the image currently being displayed by
the attachment viewer application in a mobile device display
screen is rotated.

In one embodiment, an attachment viewer application is
programmed to allow users to save the image currently being
viewed on the mobile device screen as a picture. The picture
may be saved in any of a number of image or graphic formats
(e.g. BMP, JPEG, JPG, TIFF, GIF, PNG, PCX). The attach-
ment viewer application may be configured to allow the user
to specify the specific format in which the image is to be
saved. The attachment viewer application may be configured
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to select a default image format for saved images. The saved
image may be the entire image, even if only a portion of the
image is provided to the user for viewing within the mobile
device display screen. In variant embodiments, only the por-
tion of image that is viewed within the mobile device display
screen is saved. In one such embodiment, the saved image
may reflect any changes that have been applied to the image as
viewed by the user.

In one embodiment, an attachment viewer application is
programmed to set the image for use as a background image
(e.g. for a home screen or a standby screen). The set image
may be the entire image, even if only a portion of the image is
provided to the user for viewing within the mobile device
display screen. In variant embodiments, only the portion of
image that is viewed within the mobile device display screen
is set. In one such embodiment, the set image may reflect any
changes that have been applied to the image as viewed by the
user.

In one embodiment, an attachment viewer application is
programmed to copy the image for use by a different appli-
cation. The copied image may be the entire image, even if
only a portion of the image is provided to the user for viewing
within the mobile device display screen. In variant embodi-
ments, only the portion of image that is viewed within the
mobile device display screen is copied. In one such embodi-
ment, the copied image may reflect any changes that have
been applied to the image as viewed by the user.

In one embodiment, a browser application is programmed
to provide the user with the ability to magnify (e.g. “zoom
in”’) an image currently being displayed by the browser appli-
cation in a mobile device display screen.

In one embodiment, a browser application is programmed
to provide the user with the ability to reduce (e.g. “zoom out™)
an image currently being displayed by the browser applica-
tion in a mobile device display screen.

In one embodiment, a browser application is programmed
to provide the user with the ability to display an image in a
view where the image currently being displayed by the
browser application in a mobile device display screen is nei-
ther magnified nor reduced (e.g. “zoom 1:17).

In one embodiment, a browser application is programmed
to provide the user with the ability to display an image in a
view where the entirety of an image (e.g. “zoom all”) is to be
displayed by the browser application in a mobile device dis-
play screen.

In one embodiment, a browser application is programmed
to provide the user with the ability to display an image in a
view where the image currently being displayed by the
browser application in a mobile device display screen is
rotated.

In one embodiment, a browser application is programmed
to allow users to save the image currently being viewed on the
mobile device screen as a picture. The picture may be saved in
any of a number of image or graphic formats (e.g. BMP,
JPEG, JPG, TIFF, GIF, PNG, PCX). The browser application
may be configured to allow the user to specify the specific
format in which the image is to be saved. The browser appli-
cation may be configured to select a default image format for
saved images. The saved image may be the entire image, even
if only a portion of the image is provided to the user for
viewing within the mobile device display screen. In variant
embodiments, only the portion of image that is viewed within
the mobile device display screen is saved. In one such
embodiment, the saved image may reflect any changes that
have been applied to the image as viewed by the user.

In one embodiment, a browser application is programmed
to set the image for use as a background image (e.g. for a
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home screen or a standby screen). The set image may be the
entire image, even if only a portion of the image is provided to
the user for viewing within the mobile device display screen.
In variant embodiments, only the portion of image that is
viewed within the mobile device display screen is set. In one
such embodiment, the set image may reflect any changes that
have been applied to the image as viewed by the user.

In one embodiment, a browser application is programmed
to copy the image for use by a different application. The
copied image may be the entire image, even if only a portion
of the image is provided to the user for viewing within the
mobile device display screen. In variant embodiments, only
the portion of image that is viewed within the mobile device
display screen is copied. In one such embodiment, the copied
image may reflect any changes that have been applied to the
image as viewed by the user.

In one embodiment, a picture viewer application is pro-
grammed to provide the user with the ability to magnify (e.g.
“zoom in”) an image currently being displayed by the picture
viewer application in a mobile device display screen.

In one embodiment, a picture viewer application is pro-
grammed to provide the user with the ability to reduce (e.g.
“zoom out”) an image currently being displayed by the pic-
ture viewer application in a mobile device display screen.

In one embodiment, a picture viewer application is pro-
grammed to provide the user with the ability to display an
image in a view where the image currently being displayed by
the picture viewer application in a mobile device display
screen is neither magnified nor reduced (e.g. “zoom 1:17).

In one embodiment, a picture viewer application is pro-
grammed to provide the user with the ability to display an
image in a view where the entirety of an image (e.g. “zoom
all”) is to be displayed by the picture viewer application in a
mobile device display screen.

In one embodiment, a picture viewer application is pro-
grammed to provide the user with the ability to display an
image in a view where the image currently being displayed by
the picture viewer application in a mobile device display
screen is rotated.

In one embodiment, a picture viewer application is pro-
grammed to allow users to save the image currently being
viewed on the mobile device screen as a picture. The picture
may be saved in any of a number of image or graphic formats
(e.g. BMP, JPEG, IPG, TIFF, GIF, PNG, PCX). The picture
viewer application may be configured to allow the user to
specify the specific format in which the image is to be saved.
The picture viewer application may be configured to select a
default image format for saved images. The saved image may
be the entire image, even if only a portion of the image is
provided to the user for viewing within the mobile device
display screen. In variant embodiments, only the portion of
image that is viewed within the mobile device display screen
is saved. In one such embodiment, the saved image may
reflect any changes that have been applied to the image as
viewed by the user.

In one embodiment, a picture viewer application is pro-
grammed to set the image for use as a background image (e.g.
for ahome screen or a standby screen). The set image may be
the entire image, even if only a portion of the image is pro-
vided to the user for viewing within the mobile device display
screen. In variant embodiments, only the portion of image
that is viewed within the mobile device display screen is set.
In one such embodiment, the set image may reflect any
changes that have been applied to the image as viewed by the
user.

In one embodiment, a picture viewer application is pro-
grammed to copy the image for use by a different application.
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The copied image may be the entire image, even if only a
portion of the image is provided to the user for viewing within
the mobile device display screen. In variant embodiments,
only the portion of image that is viewed within the mobile
device display screen is copied. In one such embodiment, the
copied image may reflect any changes that have been applied
to the image as viewed by the user.

In at least one embodiment, a common set of multiple
image management options, which may include manipula-
tion, navigation, and/or viewing options, will be provided to
users in multiple applications. For example, zoom in, zoom
out, zoom 1:1, and rotate functions may be provided as com-
mon image management options to multiple applications. As
a further example, a set of common image management
options may be provided to an attachment viewer application,
a browser application, and a picture application.

By providing common image management options across
multiple applications, it will be less likely that mobile device
users will be required to familiarize themselves with and learn
numerous different image management functions and their
associated commands. This may provide a more intuitive and
improved user interface for mobile device users.

It will be understood by persons skilled in the art that the
group of applications comprising an attachment viewer appli-
cation, a browser application and a picture viewer applica-
tion, has been referred to herein by way of example only.
Different and/or additional applications programmed to dis-
play images to users or that otherwise allow users to manage
images may also be programmed to provide one or more of
the features described herein in variant implementations.

Referring now to FIG. 4, a flowchart illustrating steps of a
method of controlling the display of images on a mobile
device in at least one embodiment is shown generally as 300.

Some of the features described with reference to FIG. 4
have been described earlier in this description, and the reader
is directed to the relevant paragraphs therein for additional
details in respect of method 300.

In this example, unless otherwise specified, the steps of
method 300 are performed by at least one application execut-
ing on a mobile device (e.g. mobile device 100 of FIG. 1). For
example, the steps of method 300 may be performed by an
attachment viewer application, a browser application, a pic-
ture viewer application, and/or any other application pro-
grammed to display images to a user or that otherwise allows
users to manage images.

At step 310, an image is displayed in a display screen (e.g.
display 110 of FIG. 1) of the mobile device in a first view.

A title bar may optionally be provided and displayed in the
display screen with the image. The title bar, where provided,
may be populated with information on the image being dis-
played. Such information may include, for example: a name
of a file associated with the displayed image, an icon identi-
fying the file as an image file, an indicator of the file type, the
size of the file, an indication of the size of the file that has been
downloaded to the mobile device, a name or icon identifying
the application currently being used to view the image, an
indication of whether or not the image currently being dis-
played has been magnified or reduced relative to the original
image size, an indication of a factor by which the image has
been magnified or reduced relative to the original image size,
anindication of whether the image has been rotated relative to
the original image orientation, and/or an indication ofa factor
by which the image has been rotated relative to the original
image orientation.

Given the relatively small size of the display screens typi-
cally associated with mobile devices, the image may be dis-
played in a view that occupies the entire display screen.
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However, in variant embodiments, the image may be dis-
played in an area that partially occupies the display screen.

At step 312, input is received from the user in response to
the display of the image performed at step 310. For example,
the user may initiate an operation using an input device such
as a track wheel for example, to request the display of a menu
of options. Alternatively, the user may provide input using an
input device such as a keyboard with pre-programmed keys
for example, such that when certain keys are pressed, an
operation (e.g. panning the image in a particular direction)
associated with those keys is performed without requiring a
menu to be displayed.

At step 314, it is determined whether the input received
from the user at step 312 is associated with a request for a
menu of options to be displayed. If so, a menu of options is
displayed and further input is received from the user at step
316; otherwise, the flow of method steps proceeds directly to
step 318.

At step 318, it is determined whether the input received
from the user (i.e. a menu selection received at step 316, or
other input not the result of a menu selection) is associated
with an operation that requires a change to the view of the
image being displayed.

For example, the input may direct the application to display
the image in a magnified state (e.g. “zoom in”). A general
“zoom in” option may have been provided to the user at step
316, where the user does not specify a magnification factor
(e.g. a default magnification factor will be applied to the
image). Alternatively, or in addition to the general option, the
user may be provided with a zoom option that allows the user
to specify a magnification factor.

As a further example, the input may direct the application
to display the image in a reduced state (e.g. “zoom out”). A
general “zoom out” option may have been provided to the
user at step 316, where the user does not specify a reduction
factor (e.g. a default reduction factor will be applied to the
image). Alternatively, or in addition to the general option, the
user may be provided with a zoom option that allows the user
to specify a reduction factor.

As a further example, the input may direct the application
to display the image in a rotated state (e.g. “rotate”). A general
“rotate” option may have been provided to the user at step
316, where the user does not specify a degree of rotation (e.g.
a default degree of rotation will be applied to the image).
Alternatively, or in addition to the general option, the user
may be provided with a rotation option that allows the user to
specify a degree of rotation.

As a further example, the input may also require the appli-
cation to show the image in a scale where the image is neither
magnified nor reduced (“zoom 1:17). It will be understood
that when this option is selected and applied, this may not
result in the entire of an image being displayed on the screen,
depending on the size of the original image.

Other options (e.g. “zoom all”’) may be provided to allow
users to request that an entire image be displayed on the
display screen of the mobile device.

If it is determined at step 318 that the input received from
the user is associated with an operation that requires a change
to the view of the image being displayed, then at step 320, the
operation is performed and the change(s) associated with the
operation is applied to the first view of the displayed image
accordingly, to produce a second view of the image incorpo-
rating the change(s).

Alternatively, at step 322, if the input is determined to
represent a request by the user to save the image being dis-
played, then at step 324 the image is saved to a memory store
on the mobile device. For example, the image may be stored
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in a designated picture store on the mobile device (e.g. in flash
memory 108 of FIG. 1). The application may be configured to
save the image in a default format, or in a format specified by
the user. As previously noted in this description, the image
may be saved in its original form, or only the portion that is
viewed by the user in the display screen may be saved. The
image may also be saved to reflect any changes to the view of
the image that have been made (e.g. as applied at step 320 in
previous iterations of method 300).

Alternatively, at step 326, if the input is determined to
represent a request by the user to set the image as a back-
ground image (e.g. for a home screen image or for a standby
screen), or to copy the image for use outside of the present
application that the image is being displayed in, then the
respective set or copy operation is performed at step 328. As
previously noted in this description, the image may be set or
copied in its original form, or only the portion that is viewed
by the user in the display screen may be set or copied. The
image that is set or copied may also reflect any changes to the
view of the image that have been made (e.g. as applied at step
320 in previous iterations of method 300).

Otherwise, the flow of method steps proceeds to step 330,
where the input received by the user at step 312 or 316 may be
further processed by the application in known manner.

In one embodiment, once a change has been applied to the
view of an image or after the image has been saved, set or
copied, other operations may be performed, as may be
directed by further input received from the user. Accordingly,
the flow of method steps from steps 320, 324 and 328 pro-
ceeds back to step 310, where the image is displayed, poten-
tially in a changed view, to the user.

Referring now to FIGS. 5A to 5D, examples of screenshots
of a user interface provided by an attachment viewer appli-
cation executing on a mobile device in at least one embodi-
ment are shown.

In FIG. 5A, an image 400 displayed in a first view by the
attachment viewer application in a display 110 of mobile
device 100, is shown. In this example, a title bar 410 is also
provided, which is populated to provide information associ-
ated with image 400. In this example, title bar 410 appears as
a header above the image 400 in display 110, although title
bar 410 may be displayed differently in variant embodiments.
The information may also be provided in a different form
other than within a title bar 410, in variant embodiments.

In this example, an icon 420 is displayed in title bar 410
indicating that the attachment is an image.

In this example, a filename 422 is displayed in title bar 410,
indicating the file from which image 400 is extracted.
Although not shown in this example, other details associated
with image 400 may also be provided to the user in variant
embodiments.

In this example, the useruses a track wheel 1124 on mobile
device 100 to request that a menu of options be displayed (by
pressing track wheel 112a).

Referring to FIG. 5B, a menu of options 430 is displayed in
display 110 of mobile device 100. Options in menu 430 or
groups thereof may be separated by one or more line separa-
tors displayed in menu 430.

In one embodiment, the following options may be provided
to a user to request operations, which when applied, may
change the view of image 400 being displayed to the user:

zoom in option (432)—magnify image by a default mag-

nification factor;

zoom out option (434)—reduce image by a default reduc-

tion factor;

zoom 1:1 option (436)—display image at a scale where

image is neither magnified nor reduced;
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rotate option (438)—rotate image by a default rotation

factor;

zoom all option (440)—magnify or reduce image as nec-

essary to allow the entirety of the image to be displayed
in display 110.

The foregoing options are provided by way of example
only. A subset of these options, additional options, and/or
different options may be provided in variant embodiments.

The options provided to a user to request operations, which
when applied, may change the view of image 400 being
displayed to the user, may be shown grouped together in the
displayed menu of options 430 to facilitate ease of identifi-
cation by the user. In one embodiment, the order in which
these options are displayed may be consistent across multiple
applications executable on mobile device 100.

In this example, a save option 442 is also provided to the
user, allowing the user to save the image (e.g. the original
image without modification) as a picture in a local picture
store [not explicitly shown] on mobile device 100.

Other options in menu 430 may also be provided to the
user. By way of example only, these other options may
include:

help option (444)—request help;

full image option (446)—request attachment server to

return the original image in its unmodified, full-size
form (described more fully below);

send option (448)—send the image as a (e.g. Multimedia

Message Service (MMS)) message;

close option 450—close the menu of options and return to

viewing image.

In an example embodiment, the image 400 that appears on
display 110 is a version transformed by an attachment server
or other component of host system 250 for display by mobile
device 100. Such transformations may, for example, involve
resizing the image to a size suitable for rendering on display
110. In this case, full image option 446 causes the mobile
device 100 to request the full and unmodified image from the
host system 250.

Where all available options cannot be displayed in the
portion of menu 430 being displayed in display 110, the user
may scroll through menu 430 to cause other options to be
displayed, using track wheel 1124. An arrow or other indica-
tor (not shown) indicating that additional options are avail-
able but not currently shown may be displayed within menu
430.

In the example of FIG. 5B, a highlight bar 460 is shown in
display 110 within menu 430. By rotating track wheel 112a,
highlight bar 460 may be repositioned to highlight different
menu options in menu 430. Once the user identifies a specific
menu option, by manipulating track wheel 112a so that high-
light bar 460 settles on that specific option, the user may, for
example, click track wheel 112a to select the highlighted
option. In this example, highlight bar 460 is shown as high-
lighting zoom in option 432.

Referring to FIG. 5C, in this example, the user has selected
zoom in option 432 of FIG. 5B by clicking track wheel 112a.
The operation associated with the selected option is applied,
causing image 400 to be magnified. The resultant magnified
(“zoomed in”) image in a new view 462 is shown in display
110. As is shown in FIG. 5C, once the zoom operation has
been performed, menu 430 is no longer displayed in display
110.

Ina different example, shown in FIG. 5D, highlight bar 460
has settled on save option 442, as highlighted for selection by
theuser. In operation, selection of save option 442 (by the user
clicking the track wheel 112a while highlight bar 460 hovers
over save option 442 in menu 430) initiates saving of the
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image file from which image 400 is extracted to a memory
store (e.g. a local picture store) on mobile device 100. In this
example, once the save operation has been performed, menu
430 is no longer displayed in display 110, and the underlying
image is once again shown to the user (e.g. as shown in FIG.
5A).

Referring now to FIGS. 6A to 6D, examples of screenshots
of a user interface provided by a browser application execut-
ing on a mobile device in at least one embodiment are shown.

In FIG. 6A, an image 500 displayed in a first view by the
browser application in a display 110 of mobile device 100, is
shown. In this example, a title bar and/or other means of
providing information associated with image 500 is not
shown in display 110, but may be provided in variant embodi-
ments.

In this example, the useruses a track wheel 1124 on mobile
device 100 to request that a menu of options be displayed (by
pressing track wheel 112a).

Referring to FIG. 6B, a menu of options 530 is displayed in
display 110 of mobile device 100. Options in menu 530 or
groups thereof may be separated by one or more line separa-
tors displayed in menu 530.

In one embodiment, the following options may be provided
to a user to request operations, which when applied, may
change the view of image 500 being displayed to the user:

zoom in option (532)—magnify image by a default mag-

nification factor;

zoom out option (534)—reduce image by a default reduc-

tion factor;

zoom 1:1 option (536)—display image at a scale where

image is neither magnified nor reduced;

rotate option (538)—rotate image by a default rotation

factor;

zoom all option (540)—magnify or reduce image as nec-

essary to allow the entirety of the image to be displayed
in display 110.

The foregoing options are provided by way of example
only. A subset of these options, additional options, and/or
different options may be provided in variant embodiments.

The options provided to a user to request operations, which
when applied, may change the view of image 500 being
displayed to the user, may be shown grouped together in the
displayed menu of options 530 to facilitate ease of identifi-
cation by the user. In one embodiment, the order in which
these options are displayed may be consistent across multiple
applications executable on mobile device 100.

In this example, a save option 542 is also provided to the
user, allowing the user to save the image (e.g. the original
image without modification) as a picture in a memory store
(e.g. a local picture store) on mobile device 100.

Other options in menu 530 may also be provided to the
user. By way of example only, these other options may
include:

help option (544)—request help;

full image option (546)—request browser application to

retrieve the original image in its unmodified, full-size
form (as may be available from a remote server);

send option (548)—send the image as a (e.g. Multimedia

Message Service (MMS)) message;

close option (not shown)—close the menu of options and

return to viewing image;

browser options (551-555)—perform a browser operation,

such as display a home page (551), go to a specified page
(552), display a history of visited pages (553), refresh
the browser image (554), set a default encoding (555).

Where all available options cannot be displayed in the

portion of menu 530 being displayed in display 110, the user
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may scroll through menu 530 to cause other options to be
displayed, using track wheel 112a. An arrow or other icon
(not shown) indicating that additional options are available
but not currently shown may be displayed in menu 530.

In the example of FIG. 6B, a highlight bar 560 is shown in
display 110 within menu 530. By rotating track wheel 112a,
highlight bar 560 may be repositioned to highlight different
menu options in menu 530. Once the user identifies a specific
menu option, by manipulating track wheel 112a so that high-
light bar 560 settles on that specific option, the user may, for
example, click track wheel 112a to select the highlighted
option. In this example, highlight bar 560 is shown as high-
lighting zoom in option 532.

Referring to FIG. 6C, in this example, the user has selected
zoom in option 532 of FIG. 6B by clicking track wheel 112a.
The operation associated with the selected option is applied,
causing image 500 to be magnified. The resultant magnified
(“zoomed in”) image in a second view 562 is shown in display
110. As is shown in FIG. 6C, once the zoom operation has
been performed, menu 530 is no longer displayed in display
110.

Ina different example, shown in FIG. 6D, highlight bar 560
has settled on save (image) option 542, as highlighted for
selection by the user. In operation, selection of save option
542 (by the user clicking the track wheel 112a while highlight
bar 560 hovers over save option 542 in menu 530) initiates
saving of the image file from which image 500 is extracted to
a memory store (e.g. a local picture store) on mobile device
100. In this example, once the save operation has been per-
formed, menu 530 is no longer displayed in display 110, and
the underlying image is once again shown to the user (e.g. as
shown in FIG. 6A).

Referring now to FIGS. 7A to 7D, examples of screenshots
of a user interface provided by a picture viewer application
executing on a mobile device in at least one embodiment are
shown.

In FIG. 7A, an image 600 displayed in a first view by the
picture viewer application in a display 110 of mobile device
100, is shown. In this example, a title bar and/or other means
of providing information associated with image 600 is not
shown in display 110, but may be provided in variant embodi-
ments.

Inthis example, the user uses a track wheel 112a on mobile
device 100 to request that a menu of options be displayed (by
pressing track wheel 112a).

Referring to FIG. 7B, a menu of options 630 is displayed in
display 110 of mobile device 100. Options in menu 630 or
groups thereof may be separated by one or more line separa-
tors displayed in menu 630.

Inone embodiment, the following options may be provided
to a user to request operations, which when applied, may
change the view of image 600 being displayed to the user:

zoom in option (632)—magnify image by a default mag-

nification factor;

zoom out option (634)—reduce image by a default reduc-

tion factor;

zoom 1:1 option (636)—display image at a scale where

image is neither magnified nor reduced;

rotate option (638)—rotate image by a default rotation

factor;

zoom all option (640)—magnify or reduce image as nec-

essary to allow the entirety of the image to be displayed
in display 110.

The foregoing options are provided by way of example
only. A subset of these options, additional options, and/or
different options may be provided in variant embodiments.
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The options provided to a user to request operations, which
when applied, may change the view of image 600 being
displayed to the user, may be shown grouped together in the
displayed menu of options 630 to facilitate ease of identifi-
cation by the user. In one embodiment, the order in which
these options are displayed may be consistent across multiple
applications executable on mobile device 100.

In a variant embodiment, a save option (not shown) may
also be provided to the user, allowing the user to edit an image
and save the edited image as a picture in a memory store (e.g.
a local picture store) on mobile device 100.

Other options in menu 630 may also be provided to the
user. By way of example only, these other options may
include:

help option (not shown)—request help;

send option (648)—send the image as a (e.g. Multimedia

Message Service (MMS)) message;

close option (650)—close the menu of options and return

to viewing image;

set as home screen image (651)—set the image as the

background image for the home screen;

reset home screen image (652)—reset the background

image for the home screen to a previous image;

set as standby screen (not shown)—set the image as the

background image for the standby screen;

reset standby screen (not shown)—reset the background

image for the standby screen to a previous image.

Where all available options cannot be displayed in the
portion of menu 630 being displayed in display 110, the user
may scroll through menu 630 to cause other options to be
displayed, using track wheel 112a. An arrow or other icon
(not shown) indicating that additional options are available
but not currently shown may be displayed in menu 630.

In the example of FIG. 7B, a highlight bar 660 is shown in
display 110 within menu 630. By rotating track wheel 112a,
highlight bar 660 may be repositioned to highlight different
menu options in menu 630. Once the user identifies a specific
menu option, by manipulating track wheel 1124 so that high-
light bar 660 settles on that specific option, the user may, for
example, click track wheel 112a to select the highlighted
option. In this example, highlight bar 660 is shown as high-
lighting zoom in option 632.

Referring to FIG. 7C, in this example, the user has selected
zoom in option 632 of FIG. 7B by clicking track wheel 112a.
The operation associated with the selected option is applied,
causing image 600 to be magnified. The resultant magnified
(“zoomed in”) image in a second view 662 is shown in display
110. As is shown in FIG. 7C, once the zoom operation has
been performed, menu 630 is no longer displayed in display
110.

In adifferent example, shown in FIG. 7D, highlight bar 660
has settled on set as home screen image option 661, as high-
lighted for selection by the user. In operation, selection of this
option (by the user clicking the track wheel 112a¢ while high-
light bar 660 hovers over set as home screen image option 661
in menu 630) initiates the setting of the image as a back-
ground image on the home screen. The set image may be the
image at a normal scale (e.g. without magnification, reduc-
tion, or other changes), or with applied changes (e.g. as may
then be currently shown in display 110). In this example, once
the set operation has been performed, menu 630 is no longer
displayed in display 110, and the underlying image is once
again shown to the user (e.g. as shown in FIG. 7A).

As noted above in this description, in at least one embodi-
ment, at least some of the options displayed in a menu (e.g.
430, 530, 630) will be provided to the user that are common
across multiple applications. For example, the following
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options may be provided to the user in each of an attachment
viewer, a browser and a picture viewer application:

zoom in

zoom out

zoom 1:1

zoom all

rotate.

The above set of options is provided by way of example only,
and other combinations of options are possible in variant
embodiments. Options associated with operations that, when
performed, would result in a change being applied to the view
of an image being displayed, may be displayed in menus in
the same order, in each of the multiple applications.

As previously noted, although there are certain advantages
when features of the embodiments described herein are
implemented in respect of mobile devices, it will be under-
stood by persons skilled in the art that the features may also be
implemented in respect of other computing devices.

The steps of a method of controlling the display of images
on a mobile device in embodiments described herein may be
provided as executable software instructions stored on com-
puter-readable media, which may include transmission-type
media.

The invention has been described with regard to a number
of embodiments. However, it will be understood by persons
skilled in the art that other variants and modifications may be
made without departing from the scope of the invention as
defined in the claims appended hereto.

The invention claimed is:

1. A mobile device comprising:

a processor;

a memory;

a display screen; and

a plurality of software applications executable by the pro-

cessor, wherein the plurality of software applications
comprises an image viewer application and an attach-
ment viewer application for viewing an attachment to a
message that is received by the mobile device and
wherein the processor is configured to:

while an image provided by the image viewer application is

displayed on the display screen, display a first plurality
of menu items on the display screen, the first plurality of
menu items representing image manipulation options
for manipulating a view of the image provided by the
image viewer application; and

while an image provided by the attachment viewer appli-

cation is displayed on the display screen, display a sec-
ond plurality of menu items on the display screen, the
second plurality of menu items being visually similar to
the first plurality of menu items, the second plurality of
menu items representing image manipulation options
for manipulating a view of the image provided by the
attachment viewer application.

2. The mobile device of claim 1, wherein the processor is
configured to display the first plurality of menu items in a
menu provided by the image viewer application.

3. The mobile device of claim 1, wherein the processor is
configured to display the second plurality of menu items in a
menu provided by the attachment viewer application.

4. The mobile device of claim 1, wherein the processor is
configured to save the image provided by the image viewer
application to memory.

5. The mobile device of claim 4, wherein the processor is
configured to save the view of the image provided by the
image viewer application to memory.

6. The mobile device of claim 1, wherein the processor is
configured to receive input comprising a selection of a menu
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item selected from the first plurality of menu items, and
manipulate the view of the image provided by the image
viewer application to produce a manipulated view of the
image.
7. The mobile device of claim 6, wherein the processor is
configured to save the manipulated view of the image to
memory.
8. The mobile device of claim 1, wherein the processor is
configured to receive input comprising a selection of a menu
item selected from the second plurality of menu items, and
manipulate the view of the image provided by the attachment
viewer application to produce a manipulated view of the
image.
9. The mobile device of claim 8, wherein the processor is
configured to save the manipulated view of the image to
memory.
10. The mobile device of claim 1, wherein the first plurality
of menu items comprises at least one menu item representing
image manipulation options selected from the following
group: zoom in, zoom out, zoom all, zoom 1:1, and rotate.
11. A method of controlling the display of images on a
mobile device, the method comprising:
displaying on a display screen of the mobile device an
image provided by an image viewer application;

displaying on the display screen a first plurality of menu
items representing image manipulation options for
manipulating a view of the image provided by the image
viewer application;
displaying on the display screen an image provided by an
attachment viewer application for viewing an attach-
ment to a message that is received by the mobile device;

displaying on the display screen a second plurality of menu
items visually similar to the first plurality of menu items,
the second plurality of menu items representing image
manipulation options for manipulating a view of the
image provided by the attachment viewer application;
and

wherein a processor on the mobile device is configured to

perform the method.
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12. A non-transitory computer-readable medium storing a
plurality of processor-executable instructions for performing
a method of controlling the display of images on a mobile
device, the method comprising:
displaying on a display screen of the mobile device an
image provided by an image viewer application;

displaying on the display screen a first plurality of menu
items representing image manipulation options for
manipulating a view of the image provided by the image
viewer application;

displaying on the display screen an image provided by an

attachment viewer application for viewing an attach-
ment to a message that is received by the mobile device;
and

displaying on the display screen a second plurality of menu

items visually similar to the first plurality of menu items,
the second plurality of menu items representing image
manipulation options for manipulating a view of the
image provided by the attachment viewer application.

13. The medium of claim 12, wherein the method further
comprises the image provided by the image viewer applica-
tion to memory.

14. The medium of claim 12, wherein the method further
comprises receiving input comprising a selection of a menu
item selected from the first plurality of menu items, and
manipulating the view of the image provided by the image
viewer application to produce a manipulated view of the
image.

15. The medium of claim 12, wherein the method further
comprises receiving input comprising a selection of a menu
item selected from the second plurality of menu items, and
manipulating the view of the image provided by the attach-
ment viewer application to produce a manipulated view of the
image.

16. The medium of claim 12, wherein the first plurality of
menu items comprises at least one menu item representing
image manipulation options selected from the following
group: zoom in, zoom out, zoom all, zoom 1:1, and rotate.
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